SND-L6083R
2M Network IR Dome Camera

**Key Features**
- Max. 2megapixel (1920 x 1080) resolution
- 2.8 ~ 12mm (4.3x) varifocal lens
- 0.095Lux@F1.4 (Color), 0Lux@F1.4 (B/W : IR LED on)
- 30fps@all resolutions (H.264)
- H.264, MJPEG dual codec, Multiple streaming
- Motion detection, Tampering, DWDR
- micro SD/SDHC memory slot, PoE
- IR viewable length 15m
- Hallway view support (Rotate 90°/270°)
- LDC support (Lens Distortion Correction)

**Dimensions**

<table>
<thead>
<tr>
<th>Dimensions</th>
<th>Unit : mm (inch)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Ø119.8 (4.72&quot;)</td>
<td>-</td>
</tr>
<tr>
<td>53.9 (2.12&quot;)</td>
<td>-</td>
</tr>
<tr>
<td>98.8 (3.89&quot;)</td>
<td>-</td>
</tr>
<tr>
<td>Ø119.8 (4.72&quot;)</td>
<td>-</td>
</tr>
</tbody>
</table>

**Accessories (Optional)**

SHD-300F2
SHD-300HM4
SHD-300M
SHD-300CM
SBP-300WM1
SBP-300WM
SBP-100M
SBP-100PM
SBP-100

* Data recorded on an SD memory card may be lost or damaged by data access during power-off, mechanical shock, memory card detachment, or other operations. Data loss or damage can also occur when a memory card reaches end of life, which varies according to operational conditions. No guarantee is given against damage (including passive damage).