**SNO-L6013R**

2M Network IR Bullet Camera

**Key Features**

- Max. 2megapixel (1920 x 1080) resolution
- 3.6mm fixed lens
- 0.15Lux@F1.8 (Color), 0Lux@F1.8 (B/W : IR LED on)
- 30fps@all resolutions (H.264)
- H.264, MJPEG dual codec, Multiple streaming
- Motion detection, Tampering, DWDR
- 3.6mm /f_ixed lens
- Data recorded on an SD memory card may be lost or damaged by data access during power-off, mechanical shock, memory card detachment, or other operations. Data loss or damage can also occur when a memory card reaches end of life, which varies according to operational conditions.

**Dimensions**

<table>
<thead>
<tr>
<th>Units</th>
<th>Dimensions</th>
</tr>
</thead>
<tbody>
<tr>
<td>mm</td>
<td>103.8 (4.09&quot;)</td>
</tr>
<tr>
<td>inch</td>
<td>165.2 (6.5&quot;)</td>
</tr>
</tbody>
</table>

**Operating Temperature / Humidity**

- -30°C ~ +55°C / -22°F ~ +131°F / Less than 90% RH
- *Start up should be done at above -20°C (-4°F)*

**Storage Temperature / Humidity**

- -30°C ~ +60°C / -22°F ~ +140°F

**IMPRESS Protection**

PoE

**Power Consumption**

Max. 5.7W

**MECHANICAL**

Color / Material

- Dark gray / Plastic

Dimensions (WxHxL)

- Ø58.6 x 165.2mm (62.31" x 6.5") (Without sunshield)

Weight

- 250g (0.55 lb)

*The latest product information / specification can be found at www.hanwha-security.com.*