### SNV-L6083R

**2M Vandal-Resistant Network IR Dome Camera**

**Key Features**
- Max. 2megapixel (1920 x 1080) resolution
- 2.8 ～ 12mm (4.3x) varifocal lens
- 0.095Lux@F1.4 (Color), 0Lux@F1.4 (B/W : IR LED on)
- 30fps@all resolutions (H.264)
- 0.002Lux (2sec, F1.4) B/W (0Lux,IR LED on)
- H.264, MJPEG dual codec, Multiple streaming
- 30fps@all resolutions (H.264)

**Dimensions**
- Ø137.0 (5.39”)
- 97.2 x 97.2 (4.18")
- 97.2 x 97.2 (3.82")

**Accessories (Optional)**
- SHD-3000F3
- SBP-3001HA2
- SBP-3000LM
- SBP-3000CM
- SBP-300WM1
- SBP-300WM
- SBP-1000M

* Data recorded on an SD memory card may be lost or damaged by data access during power-off, mechanical shock, memory card detachment, or other operations. Data loss or damage can also occur when a memory card reaches end of life, which varies according to operational conditions. No guarantee is given against damage (including passive damage).

---

### SNV-L6083RN/P

**SNV-L6083RN/P**

**Dimensions (WxH)**
- Ø100.0 (3.94")
- 57.7 (2.27")

**Web Viewer**
- Operating Systems: Windows XP/VISTA / 7 / 8 / 8.1 / MAC OS X 10.7 ～ 10.10
- Web Browsers: Microsoft Internet Explorer (Ver. 8 ～ 11), Mozilla Firefox (Ver. 9 ～ 35), Google Chrome (Ver. 15 ～ 40), Apple Safari (Ver. 8.0.2/Mac OS X 10.10, 10.9.5 /Mac OS X 10.9.2, 10.8.5), SmartViewer

**Central Management Software**
- SmartViewer

**Electrical**
- Input Voltage / Current: PoE (IEEE802.3at, Class2)
- Power Consumption: Max. 8.8W

**Mechanical**
- Color / Material: Ivory / Metal
- Dimensions (WxHxL): Ø137.0 x 106.1 mm (5.39" x 4.18")
- Weight: 670g (1.48 lb)